CENTRAL AGRICULTURAL UNIVERSITY
SELESIH, AIZAWL - 796 014 MIZORAM
Website: www.cvsccauaizawl.org

Tender Notification No.PUR/CVSC/CAU/Research Projects on OPEVM/10 Dt. 16" December 2011.

Sealed Tenders are invited from the reputed Manufacturers/Indian agents of foreign principals for
supply of scientific equipments to this Institute. The list of the equipments includes 1. Physiograph-Organ Bath
Chamber) assembly with data Acquisition System and matching UPS 2) Double Beam Spectrophotometer 3)
Heated Plate Analgesia apparatus 4) Microwave Digester/Extractor with Voltage Stabilizer, 5) Solvent
Extraction System, 6) Autoclave 7) Micropipettes.

Those firms which have responded to the earlier Tender no. No.PUR/CVSC/CAU/Research Projects on
OPEVM/10; dated 29™ October 2011 are exempted from paying fresh tender fee.

(M. A. Ayub Shah)
Dean
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CENTRAL AGRICULTURAL UNIVERSITY
College of Veterinary Sciences & Animal Husbandry
Selesih, Aizawl: Mizoram

TERMS AND CONDITIONS FOR PURCHASE OF EQUIPMENT

Rates quoted shall clearly mention taxes/levies, packing, forwarding, freight, transit insurance, octroi, delivery
charges, installation and demonstration at College of Veterinary Sciences & Animal Husbandry, Selesih as per
quoting instructions. This Institution is exempted from Excise & Custom duties; hence, should not be included. If
necessary it may be mentioned separately. The DSIR, Govt. of India Registration Certificate for Excise & Custom
duties exemption along with requisite documents will be provided at the time of purchase.

All the equipment shall be delivered in India for payment in Rupees in India. Only equipment of reputed brands
and duly registered (Registration certificate to be enclosed) shall be quoted. Quotations for unregistered
brands/assembled equipments will be summarily rejected.

2 % Earnest Money deposit (EMD) forms an integral part of the tender without which the tender will be invalid. The
EMD will be returned to unsuccessful bidders after the purchase decision is taken.

Copy of ISO/Quality Assurance Certificate, quality control certificate, authorized dealership certificate/Registration
certificate with DGS&D and as applicable from the manufacturer has to be furnished. Detailed specifications for the
quoted equipments should be given in the quotation and should be supported by product brochure of the manufacturer.
Delivery, installation and demonstration of equipments has to be made at the Institution, which is 12 Km. short of
Aizawl, located on Aizawl-Sihphir-Silchar Road. No responsibility will be taken to receive consignments from any
other agency.

Consignee: Dean, College of Veterinary Sciences & A.H.(CAU), Selesih, Aizawl — 796 014, Mizoram.

Rates quoted should be valid for at least one year from the last date for receipt of the quotations. The quotations
should be accompanied with manufacturer’s consumer price list in effect for the said period & in no case should
exceed the listed price. However, if there is decrease in the manufacturer’s price on the date of supply (billing date)
the same has to be passed on to the Institution if the brand is selected for purchase based on open tender.

Supply must be completed within 45 days from the date of issue of supply order unless otherwise specified; failing
which the order may be cancelled.

No advance payment will be made prior to delivery and installation of the equipments/appliances to the full
satisfaction of the indenter.

The equipment/appliances should be meeting the specifications in the tender document and any deviation in that
matter may result in rejection.

At least one-year warranty should be provided from the date of delivery and installation and free service should be
provided at the Institution during this period, if necessary.

Supply will be made at supplier’s risk and any damage/breakage before the installation/delivery has to be replaced
by the supplier without any extra cost.

In case of poor quality and unsatisfactory operation of equipment/appliances the Institution reserves the right
to reject them at the time of delivery and installation.

The dealer/manufacturer has to provide manufacturer’s quality control/test certificate of each
equipment/appliances without fail at the time of supply.

After successful execution of a supply order payment will be made within 30 days.

The Institution authorities reserve the right to accept/reject any or all of the tenders received without assigning any
reason there of. In case of any dispute, the decision of the University authorities shall be final and binding.

The successful bidder have to deposit 10% of the total cost of the equipment as Performance Security of the
equipment in the form of Demand Draft. The DD will be returned after completion of One year of the successful
installation of the equipment.

DECLARATION

I have gone through the above terms and conditions and agree to abide by them in the event of receipt of a

supply order from the Institution based on tender. I understand that in the event of tender being quoted is not as per the
quoting instructions; it may invite rejection of the tender.

Date :

Place: Signature of the Bidder
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QUOTING INSTRUCTIONS

No clear mentioning of packing, forwarding, freight and insurance charges in the tender will be considered as
incomplete; and will be rejected.

Optional accessories offered by the bidder would not be taken into consideration for the evaluation of bid.
Alternate offer is not permitted. In case of quoting of more than one offer, only the lowest one will be
consider as valid one and the others will not be considered for evaluation of bid.

Quote must include all accessories asked for by the indenter. If the accessories are not detailed in the
product brochure it must be clearly mentioned in the tender along with their price. Otherwise it invites
rejection on the ground of incomplete quote.

Expected working life of the equipment is an important specification and may clearly be mentioned in the quote
for all items.

Only certified, legible copies of valid dealership/ manufacturer certificate will be entertained. If the copies are not
legible it may invite rejection.

Only original/ certified, legible copies of product brochure containing complete “technical specifications”
will be entertained. In case, the product brochure does not give the detailed technical specifications, a
separate sheet giving complete technical specifications and duly signed by the bidder may be enclosed. The
technical specifications must include details on capacity, functionality of the equipment, expected working
life of the equipment, specifications of mechanical parts, optical parts, battery, battery life etc. Quote
without product brochure and the product brochure without detailed technical specifications invites
rejection.

The tenderer shall mention whether he has supplied identical or similar equipment to any ICAR/ CAU
laboratories/institutions in the preceding three years. If yes, details of such supplies and their price shall be
mentioned along with the item quoted.

Only valid DGS&D registration Certificate for the items manufactured and in the approved list may be enclosed.

. It may be noted that rates should be quoted keeping in view the specific requirements for installation of the

equipments. The College will not provide anything except for the space, water and electricity connections.

How to Quote?

1.

AR

The complete quote for equipment must clearly mention the following parts—

a) Unit price of the equipment (conforming to complete specifications including accessories) as mentioned
in the tender document.

b) Institutional discount offered for equipment (including accessories as demanded by the indenter). If no
discount is offered it shall be mentioned as nil.

¢) Taxes/duties/levies/surcharges of Govt. of India, state government etc. (This institution is exempted from
excise duties and custom duties).

d) Packing, forwarding, freight, insurance charges for the items quoted. If no extra charges are required it
shall be mentioned as nil.

e) Other charges, if any.

f) Total prices for F.O.R Selesih. (Add all the above from “a” to “e”)

g) Prices of optional consumables or accessories or spares.

[3P %]

All above items from “a” to “g@” shall form the complete quote.

The bidder shall quote equipment wise, clearly mentioning the Item serial no. and Item Code no. mentioned in the
tender document. Each quote shall be complete in all respects fulfilling complete specifications including
accessories mentioned by the indenter and all the terms and conditions.

Warranty offered for the equipment.

Terms of Delivery.

Delivery schedule.

For all the items the bid shall be submitted item wise in separate envelops with clear superscriptions (as
required for each item) along with item serial no. and item code no. as per tender document all put together in a
single envelope with superscription as instructed in general instruction no. 1.

All the bidders shall give information on availability of Annual Maintenance Contract/ After Sales Service for
F.O.R Selesih.

Only signed terms and conditions page need to be returned with the tender. Detailed list of equipment and other
specifications need not be sent back.




General Instructions:

1. Tender shall be  submitted in  Sealed Envelop superscripted Tender No.
PUR/CVSC/CAU/Research Projects on OPEVM/10 and the last date for submission is
13.01.2012 up to 3.00 p.m. and 16.01.2012 up to 2.00 p.m. at New Delhi and Aizawl, respectively.
The duly filled Tenders in all respects must reach either:

The Liaison Officer,

Central Agricultural University,

Room no. 202,

Krishi Anusandhan Bhavan-II,

Pusa campus, New Delhi-110 012

(On or before 13.01.2012 up to 3.00 p.m.)

Or

The Dean,
College of Veterinary Sciences & A.H.
Central Agricultural University
Selesih, Aizawl-796014
Mizoram.
(On or before 16.01.2012 up to 2.00 p.m.)
2. The Tender shall be sent only by registered post or Speed Post.

3. The Institution will not be responsible for late/ delayed delivery of Tender.

4. The Tender shall be accompanied with following documents.
1) Tender fee for an amount of Rs. 1000/- (Rupees One Thousand) only in the form of Demand
Draft drawn in favour of the Dean, College of veterinary Sciences & AH, Selesih, Aizawl
payable at State bank of India, Bawngkawn Branch (Branch Code: 05900), Aizawl.
i) Copy of the registration Certificate of the manufacturer/authorized dealer.
1ii) Copy of manufacturing license of manufacturer/authorized dealership Certificate.

iii) Copy of last tax returns certificate of the tenderer.

ii) EMD in shape of crossed Demand Draft (@ 2 % of the cost of the equipment separately
equipment wise) in favour of Dean, College of Veterinary Sciences & A.H. Selesih, payable
at SBI, Bawngkawn Branch, Aizawl.

iii)  Product technical specifications brochure in support of the items quoted.
iv)  Copy of quality assurance / quality control certificates/DGS & D registration certificate.
v)  Terms & conditions form duly signed.

5. Opening of Tender documents: 16.01.2012 at 3:00 pm.

6. Venue: Administrative Block, College of Veterinary Sciences & Animal Husbandry, Selesih,
Aizawl, Mizoram.
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TECHNICAL SPECIFICATIONS FOR EQUIPMENTS.

S1.

No.

Name of Equipment

Brief Specifications

Physiograph-Organ Bath (2
Chamber) Assembly with
Data Acquisition System
and matching UPS

(1) 2/4 Channel data acquisition System with software and various
modules such as dose-response module that will generate automatic
EC-50, Hill Slope and Dose-Response Curves, ECG module, BP
Module and cardiac Output module

(2) 2 chamber thermostated organ bath.

(3) Bioamplifier to connect with the main system and force transducer

(4) High sensitive isometric force transducer to measure isometric
tension in isolated tissues

(5) Matching UPS with required rating for power back-up in the event
of power breakdown.

Double Beam
Spectrophotometer

Double bean spectrophotometer of highest precision with wavelength
range of 190-1100 nm with 2 nm fixed bandwidth. Quartz coated
sealed optics with Master Interferometric Grating (MIG) and diode
detector, dual choppers, ratio according to UV?VIS spectrophotometer
and inbuilt thermostated 7 Cell changer for 10 mm cells centrally
controlled by a PC. High light throughputs optical system with all
reflective optical design. High Speed accurate scanning including
centrally controlled accessory system. High performance photo
multiplier tube complete with necessary software. Peltier system 6x6,
thermostable multicell holder accessory. Voltage stabilizer, PC and
Colour printer.

Heated Plate Analgesia
Apparatus

HOT/COLD PLATE Analgesia Apparatus: Including Cabinet,
Perspex Restrainer (for Mice), Perspex Restrainer (for Rats), Pedal
Switch / Cable / Connector Assembly, Dust Cover for the Plate,
Memory Key, CUB Data Acquisition Software Package, complete with
USB Connection Cable & USB-to-Serial Converter, Auxiliary Hot
Plate and Thermal Mini Printer including 20-pin connection cable

Microwave
Digester/Extractor with
Voltage Stabilizer

The system should enable rapid digestion for different inorganic
/organic samples like metals, soil, plant, marine sediments, rock,
sludge etc. with high pressure vessel.

Magnetron: The microwave system should have single or multi
Magnetron System with good diffuser for homogeneous microwave
power distribution in the cavity.

Microwave frequency should be in the range of 2000-2500 MHz with
delivered power of 1200 W or above controllable via microprocessor.
There should be provision for protection from reflected microwave
energy. Magnetron warranty should be at least 2/3 years from
the date of installation.

Cavity: The cavity should be made of stainless steel corrosion
resistance housing. Also all hardware should have protective coating
for the resistance from acid /organic fumes. The cavity door should be
impact resistant. Cavity should not be less than 40 litres with
illumination using lamp. Cavity should be under warranty for
minimum 5/6 years from the date of installation.

Interlocks: The system should have good interlocking system for
safety and cavity door should have a minimum of 4 or more safety
interlocks.

Exhaust: Inbuilt exhaust system to cool the vessels and to drive away
fumes in the cavity during digestion. Exhaust system should be
installed by the vendor at the time of installation.

Vessels: The system should be high throughput which can hold at least
10-12 nos. Vessel volume should of 100 ml or more and it should be
designed for optimum temperature capacity of 300'C and optimum
pressure 100 Bar. The vessels should have automatic venting and re-
sealing system to take care of excess pressure development.
Temperature Sensor: System should be offered with a temperature
sensor to read and control real temperature of controlling vessel
reactants. Fiber optics temperature probes are not acceptable as they
are very fragile.

L.R. Temperature controlling system should be quoted as a part of the
standard system.
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Automatic temperature monitoring and control up to 300°C in a
reference vessel along with sensor should be quoted as part of the
standard component.

Controller: System should be controlled by a touch screen controller
which should have method storage capacity of more than 200 methods.
Safety: The system should be certified by necessary safety authority
for safe operations.

Power: 230V 50Hz

Voltage Stabilizer: Servo voltage Stabilizer of required rating should
be quoted.

Note: Minimum of 10-12 installations should be there for the offered
model in Eastern India and at least 4 in North-East region where the
system has installed satisfactorily. Please attach documentary proof for
the same by the vendor itself.

Solvent Extraction System

Soxhlet Extractor 6 Place (Metal components including heaters, stand,
different clamps for holding the condensers etc. and the following

Glass Parts with required rubber tubings:
Extractor Capacity (mL): 500 Extractor I.D. (mm): 68
Extractor Flange Size: 60

Extractor Lower Joint: 45/50 Condenser Length (mm): 350
Paper Thimble Size (mm): 58 x 230

Flask Capacity (mL): 1000

Autoclave Capacity 50 Litres. Stainless steel inside chamber and mild steel
outside chamber. Operating Voltage 200-230 Volts (Single phase) with
matching Voltage Stabilizer.

Micropipettes Fixed Volume- 10 uL

Fixed Volume- 20 uL

Fixed Volume- 50 uL

Fixed Volume- 100 uL

Variable Volume (5-200 ul)

Variable Volume (100-1000 uL)




